
      

 

ATEX CABINETS : CABINETS IN OVERPRESSURE

       CODIFICATION : 

 

 
 
 
 
 
 
 
Other width and depth on request. Available in 316L stainless steel or mild steel painted in the oven.

LIFTINGS RINGS

HORN OR SIREN 

PRESSURIZATION 
CONTROLER

EVENTUAL WINDOW 

EVENTUAL BUTTON

LOCK BOX 

PURGE AND PRESSURIZING  
GAS INLET VALVE

PEDESTAL



      REPRESENTATION DESCRIPTION INFORMATION REQUIRED

Lifting rings Yes or no ? 

Security window made 
of two 3mm glass sheets 
sandwiching a high strenght 
mylar sheet

Number of windows ? 
Dimensions ? 

Box for locking incoming live 
signals in the cabinet

Number of signals to determine 
its sizing

Base with cutouts and 
cable passes 100 or 200mm? 

Treatment of purge and pres-
surization gas

Oil separator filter ?  
Manometer ?  
Manual valve ? 
Wall mounting ? 

Front panel button Functions ? Number ? 



 
 EXAMPLES OF ACHIEVEMENTS : 
 

      

double door cabinet for process management 19 «rack cabinet for analyzer

process management cabinet pc cabinet pharmacy

pc cabinet process management



      REPRESENTATION DESCRIPTION INFORMATION REQUIRED

Security window made of two 
3mm glass sheets sandwiching 
a high strenght mylar sheet 

Number of widows ? Dimensions ? 

Box for locking incoming live 
signals in the cabinet  
 

Numbr of signals to determine 
its sizing

Base with cutouts and cables 100 or 200mm ? 

Treatment of purge and pressu-
rization

Oil separator filter ? 
Manometer ? 
Manual valve ? 
Wall mounting ? 

Front panel button Functions ? Numbers ? 

Hoisting rings ? Yes or no ? 
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Sample storage cabinet Pressurized cabinet for drilling rig

Pressurized cabinet painted steel Non EX cabinet for electrical equipment 


