
 

ATEX ENCLOSURES : EJB 

       ENCLOSURE SELECTION CHART : 
 

       MECHANICAL CHARACTERISTICS :

Body and lid : Low copper aluminum alloy
 
Hinges : Cast iron (except EJB-01), stainless steel for new models 

Cover handle : Black painted steel for EJB-6, 6B and EJB-7, 7B 

Seal : acid, hydrocarbon and high temperature resistant silicone, located 
between the body and the lid

Certification label : Adhesive label located inside an empty enclosure; 
aluminum label riveted on the lid
other versions

Bolts and screws : Stainless steel 

Ground screw : Stainless steel M6. Inside and outside the body and on 
the lid with anti-rotation brackets 

Mounting brackets : Electro-galvanized steel (cast aluminum legs for 
AQS-1) 

Coating : RAL 7035 polyester coating (light gray)
 
Corrosion resistance : The STANDARD of the aluminum alloy used by 
Cortem has successfully passed the tests required by EN 60068-2-30 (hot 
/ humid cycles) and EN 60068-2-11 (salt spray tests) 



       SELECTION CHART OF SOLID COVER BOXES : 

       

       



       THREAD COMPARISON CHART : 
 
 
 
 
 
 
 

In accordance with the current standard, holes may be drilled by Cortem 
or by authorized partners holding a production notification in accor-
dance with the ATEX Directive.

       TABLE FOR DRILLING HOLES IN THE BODY : 
 



       THREAD COMPARISON CHART : 
 
 
 
 

 

       DRILLING HOLES IN THE COVER : 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Notes :  

• The featured standard is for illustrative purposes only because it was designed exclusively for M42 
holes.

• Standard holes relate to the installation of Cortem control and signaling devices. 
3/8‘’ holes for standard Cortem side handles > 70 mm.

• 1/2‘’ holes for side handles Cortem series heavy series, center distance > 120 mm. 



        
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

       CERTICATION DATA FOR EMPTY BOXES : 
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       APPLICATION SECTORS : 
 
 
 
 
 
 
 

       ACCESSORIES AVAILABLE ON REQUEST : 
 
Anti-condensation coating RAL 2004 (pure orange) 

External polyester coating of different colors (specify RAL number) 

Breather Code ECD-210S 

Drain valve Code ECD-210S 

Round or rectangular windows on the cover (see Enclosures with windows for inspection and reading 
instruments) 

Hinges for closures EJB-01 Code K-0351 

Internal mounting plate: 2.5 mm thick aluminum (code BFE -...). 

Electrogalvanised steel 2.5 mm thick (code BFE -... AC).
 
Thread Options:
• NPT ANSI B1.20.1 threads
• Thread GAS UNI ISO 7-1
• Metric threads ISO 261/965 
 


